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Phasing Notes:
~ 1.) Phases associated by a dashed line willoperate concurrently.
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(D) TO MD 216
EXISTING UNDERGROUND
@ 2% PYC CONDUIT TO

1th STREET (EMPTY)

THERE IS (1) ONE HANDHOLE

LOCATED WITHIN THIS BREAK

229'FROM THE NOSE OF THE
MEDIAN, 2.5' FROM FACE OF CURB

&

A
GENERAL NOTES:
EQUIPMENT DETAILS
N 1. This plan reflects only those underground utilities
N that were apparent at the time of this location bein
\ . : : 9
A. 12" x 32'steel strain pole, 20' lighting arm with ¢ 250W-HPS luminaire \ G]SbU'EtHAEgetmj[eg revsew:( wc; not undertalfc_en Grﬁd this
and 1-2" weatherhead. {Note: 1-2" PVC (Sch. 40) bend.) N plan shoula not pe consirued as representing a
N underground utilities in the area.
B. 12" x 32'steel strain pole and 1-2" weatherhead. (Note: 1-2" PVC §
{Sch. 40) bend.) § 2. Any modification to this subject signal should be pre- /
§ ceeded by a thorough identification of all existing
C. 12" x 32'steel strain pole, traffic signal heads ond 1-2" weatherhecd. (Note: \ utilities. ™
1-2" PVC (Sch. 40) bend.} \% E—
D. 12" x 32'steel strain pole, 20' lighting arm with a 250W-HPS iuminaire, meter \
socket, disconnect switch and 1-3" weatherhead. (Note: 1-2" galvanized steel bend, ®
1-3" PVC (Sch. 40) b ~4" PVC (Sch. 40 d.
c end and 1 ch. 40) bend.) STREET TRAFFIC STUDIES, LTD.
E. NEMA size "6" base-mounted cabinet and controller with cll necessary equipment. Catew,
D . S 2 ay !nternatfonal
[(3':?1316;1 2" galvanized steeibend, 1-3" PVC {Sch. 40) bend cend 1-4" FVC (Sch. 40) 1302 Concourse Drive, Sulte 104
) Linthleum, Maryland 2/090
3/n ; : : : Ph (41G) B53-3553
F. %" steel span wire, traffic signal heads and signs. Fox (410} 859-3579
G. 3" steel span wire, traffic signal heads and sign. 3402.DGN
H. %" steel span wire, traffic signal heads, si d opti detect : REVISIONS APPROVALS
%" steelspan wire, traffic signal heads, signs and opticom detector eye MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
J. B'x 30'loop detector encased in /4" flexible tubing quadrupolie type (3-6-3). s .
Office of Traffic & Safety
K. 6'x 6'loop detector encased in 4" flexible tubing (4-turns). | | | } | ST. CHIEF TEDD szzﬂ?@w
L Hamdhole. N TRAFFIC ENGINEERING DESIGN DIVISION | ¢
n i H H r'\ =
M. 2 [ d steelelect I duit.
UTILITY LEGEND galvanized steel glectrical candd 7 T ] ASST. DISTRICN, ENGHEER, TRAFFIC MD 198 AND VAN DUSEN ROAD
N. 2" polyvinyl chioride electrical conduit (Sch. 40). D 7-8-98 NS
5 o GAS MAIN ) _ . , _ ASRULT %‘?‘ -
W W WATER MAIN 0. 3" polyvinyl chioride electrical conduit (Sch. 40). SHA NO.: PGI30S177 CHEF{;;? - ___ DRAWN BY: M SCHNEIDER COUNTY: _PRINCE GEORGES ; SHEET N
EERING Di ON .
5 5 SEWER MAIN P. 4" polyvinyl chloride electrical conduit (Sch. 40). ez | | [ ]| Q’i\ CHECK BY: LOG MILE: _16019802.19 242D
E E ELECTRIC CABLES C  9-15-96 A
A——a AERIAL CABLES Q. Overhead electrical service by BGAE. MEDIANS & DOUBLE LEFT TURN EB MD 198 DATE: . F.AP. NO. TMS. NO. 1 o]
T T TELEPHONE CABLES ST: Nil: PG1705177l ! | DIRECTOR, TRAFFIC & SAFETY SCALE: 1" = 20' S.H.A. NO. P~224X-375




